Bushman offers a variety of above ground rainwater harvesting tank system packages, ranging from the basic tank only, to a complete rainwater harvesting system that includes the connection kit, filtering accessories and an external pressure pump. Dependent upon your installation location and specific needs, above ground rainwater harvesting tank system packages are available in several slimline, round and low profile configurations.

Bushman offers aesthetically pleasing styles and colors provided as complete system packages that are designed with the customer in mind. Tanks can be installed against a wall or on the ground, at virtually any desired location.

Features & Benefits

- High quality, one-piece rotational molded polyethylene ribbed construction assures maximum strength and long term durability
- Optional tank and pump installation kits are available separately, including all materials required for a complete system installation
- Available in 5 popular colors
- Bushman 5 year warranty

NOTES: Actual component designs may vary from those shown in the illustration. On-site assembly required.
Basic System - Package 1

The Basic System package includes:

• Tank with Inlet Strainer and Cover
• Outlets with Threaded Inserts and Plugs
• Overflow Assembly

Package 1 - BASIC System

Overflow Assembly with Mosquito Screen and 90° Elbow

Inlet Strainer and Cover

Outlet with Threaded Inserts and Plugs (3 places)

5-Year Warranty: Bushman warranties to repair or replace any defect or fault in a Bushman above ground water tank that is caused by our manufacturing process for a period of five (5) years.*

*NOTES: Actual component designs may vary from those shown in the illustration. On-site assembly required. Refer to complete warranty for full details.
Premier System - Package 2

The Premier System package includes Tank and Accessories in Package 1, plus:
- Conductor Debris Separator and Downspout
- Pipe Mounting Clamps (3)
- Inlet Pipe & Elbow Connector
- Water Diverter Assembly

The Bushman Connection Kit “Package Workbench” with step-by-step installation instructions can be ordered separately (Part Number, BCK0001). The BSLT130 Slimline tank requires a special kit (Part Number, BCK0002).

5-Year + 1-Year Warranty:
In addition to the 5-year tank warranty, Bushman warranties accessories and components for one year.*

NOTES: Actual component designs may vary from those shown in the illustration. On-site assembly required. Refer to complete warranty for full details.
Signature System - Package 3
The Signature System package includes Tank and Accessories in Package 2, plus:
- External ¾ HP Pressure Pump and connection accessories (pumps water from tank for irrigation and drip systems)
- Pump Cover in a color to match your tank

Package 3 - SIGNATURE System

<table>
<thead>
<tr>
<th>Package Item</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>Overflow Assembly with Mosquito Screen and 90° Elbow</td>
</tr>
<tr>
<td>B</td>
<td>Inlet Strainer and Cover</td>
</tr>
<tr>
<td>C</td>
<td>Outlet with Threaded Inserts and Plugs (3 places)</td>
</tr>
<tr>
<td>D</td>
<td>Conductor Debris Separator &amp; Downspout</td>
</tr>
<tr>
<td>E</td>
<td>Pipe Mounting Clamps (3)</td>
</tr>
<tr>
<td>F</td>
<td>Inlet Pipe &amp; Elbow Connector</td>
</tr>
<tr>
<td>G</td>
<td>Water Diverter Assembly</td>
</tr>
<tr>
<td>H</td>
<td>External Pressure Pump, ¾ HP</td>
</tr>
<tr>
<td>I</td>
<td>Pump Cover</td>
</tr>
<tr>
<td>J</td>
<td>Flex Hose Kit</td>
</tr>
</tbody>
</table>

5-Year + 1-Year + 3-Year Warranty:
5-year tank warranty. 1-year accessories and components warranty and 1-year warranty on pump if purchased separately. 2-year additional warranty (3 years total) for pump if purchased as part of Signature System package.*

NOTES: Actual component designs may vary from those shown in the illustration. On-site assembly required. Refer to complete warranty for full details.
Approximate capability of the tank to provide continuous water flow (in hours/minutes), using a ¾ HP pump and a ¾" hose (measured 16 GPM @ 28psi at hose adapter joint).

*= 5 gallon (U.S.) rain buckets

*= 50 gallon (U.S.) rain barrels or bathtubs

* The icons shown above are provided to assist users in understanding the capacities of Bushman rainwater harvesting systems. Quantities are approximate and may vary.
## EASY STEPS TO ORDER

### Bushman Tank Configuration
- **BRTT** – Round Tall Tank
- **BLPT** – Low Profile Round Tank
- **BSLT** – Slimline Tank

### Capacity (U.S. Gallons)
- **130** – Slimline Tank: 132 U.S. Gallons (110 Imperial Gal., 500 Liters)
- **305** – Slimline Tank: 305 U.S. Gallons (254 Imperial Gal., 1150 Liters)
- **620** – Slimline Tank: 620 U.S. Gallons (516 Imperial Gal., 2350 Liters)
- **660** – Low Profile Round: 660 U.S. Gallons (548 Imperial Gal., 2500 Liters)
- **865** – Round Tall: 865 U.S. Gallons (720 Imperial Gal., 3275 Liters)
- **1110** – Low Profile Round: 1110 U.S. Gallons (924 Imperial Gal., 4200 Liters)
- **1320** – Low Profile Round: 1320 U.S. Gallons (1100 Imperial Gal., 5000 Liters)
- **2825** – Round Tall: 2825 U.S. Gallons (2352 Imperial Gal., 10695 Liters)

### Color
- **C0** – Black
- **C2** – Desert Tan
- **C3** – Forest Green
- **C4** – Mocha Brown
- **C5** – Brick Red

### Package
- **P1** – Basic Tank System, Package 1
- **P2** – Premier System, Package 2
- **P3** – Signature System, Package 3E (not available for BSLT130)

**Example:** BSLT305C3P2 - BSLT 305 tank, 305 U.S. Gallons capacity, Forest Green, Premier Package.

*Note: Actual colors will vary from the examples shown.*

---

**Canada:** Bushman, Canada  
6185 Tomken Road, Unit 3 - 5  
Mississauga, Ontario L5T1X3  
Tel. 800.387.8332  Fax. 905.565.8282  
www.bushmancanada.com

**Americas:** Bushman, USA  
26040 Ynez Road, P.O. Box 893051  
Temecula, CA 92589-3051  
Tel. 866.920.TANK (8265)  Fax. 951.296.6123  
www.bushmanusa.com

Bushman is a trademark of Channell Commercial Corporation.  
Printed in USA CH08-145 SM08TA